CENTURY

PULP & PAPER

CENTURY
Industrial
Speciality

[PAPER]

PAPER

Parameter

Substance

Bulk

Breaking Length

Tear Factor

Stiffness

MD

()

MD

()

Cobh’60
Sec.

Bendtsen
Roughness

Brightness
1S0

Opacity

Wax Pick

Shade

Unit

gm/m?

cc/gm

Meter

Meter

‘Taber

‘Taber

gm/m?

ml/Min

%

%

No.

Century SS Drawing
Paper

68-100

1.37(Min)

4500400

2400 400

"Upto 80 gsm - 3.7+0.5
90-100 gsm - 5.5+0.5
110 gsm & above -10+0.5

Upto 80 gsm - 1.5+0.3
90-100 gsm - 3.5+0.3
110 gsm & above -6+-0.5

23+2

450£150
/550£150"

88 £ 1(NS)
90+1(White)

Upto 70 gsm - 861
75-90 gsm - 87+1
110 gsm & above -92+1

12A Clear

NS/White

Century Parchment

106-120

1.17(Min)

4400400

2800400

NA

NA

200+30
/250+30

88+1

106 gsm - 88+1
120 gsm -90+1

12A Clear

0ff White

Century MICR
Cheque Paper

1.05(Min)

6500500

3000500

405 (sec/50 ml)
Gurley

861

10A Clear

Natural

Century Non MICR

1.05(Min)

5500500

2800500

405 (sec/50 ml)
Gurley

861

10A Clear

Natural

Century Overlay Tissue

1.17(Min)

7000500

4000500

120£30/150+30

NA

NA

Natural

Century Azure Laid

58-70-1.30 (Min)
80-90-1.22 (Min)

3800400

2300400

200+50/300+50
150+50/250+50"

58-60 gsm - 84+1
65-70 gsm 86+1
75 & Above -88+1

NA

Green

Century Azure Laid

1.17 Min

3500400

2300400

NA

NA

150+50
250+50

93+1

NA

Light bluish

Maplitho ARSR (NS)

1.35(Min)
1.40(Min)

3400400

2400400

NA

NA

750+150/850£150

115gsm-91+1
120 gsm & above -93+1

NA

Natural

Cupstock Bottom

1.30 (Min)

4800500

2300500

455 (mN)

25+ 5(mN)

650+150/750+150

NA

NA

Natural

Cupstock Wall

1.20 (Min)

5500500

3000500

60 £ 10(mN)

3010 (mN)

450+150/550+150

NA

NA

Natural

Coating Base
(Wedding Card)

1.27 (Min)

5000500

2500500

NA

NA

450+150/550+150

115-120 gsm- 911
125-130gsm - 92+1
150-170 gsm- 941
175 & Above - 95+1

16 A Clear

Natural

Parameter

Substance

Density

Water

Klemn

(0P at35°C

MD

()

Gurley Porosity

Wet Strength

pH

Hot Extract

Unit

gm/m2

cc/gm

gm/cc

mm/4 min

mm/4 min

Sec/50 ml

gm/cm

Century Absorbent
Kraft

150

1.45(min)

0.65-0.70

2543

2343

15-25

120-175

Natural
Unbleached

An ISO 9001, ISO 14000 & OHSAS 18001 Company

Being an innovative organization, Century Pulp & Paper is continually working in response to customer requirements. The specification mentioned are therefore subject to change. To learn more about our upgarded specification sheet contact:

: cppdel@birlacentury.com




